City of New Smyrna Beach -
.y g- PERMIT NUMBER
Building Department
210 Sams Avenue 201801223
New Smyrna Beach, Florida 32168 lssue Date: 02/20/2018
Phone: (386) 424-2141
Fax: (386) 424-2143
Certificate of: STREET OPEN PERMIT-FRANCHISE
Proposed Use Description: STREET OPEN PERMIT-FRANCHISE
Property Number _ Street Address
744403030090 1300 SOUTH RIVERSIDE DRIVE
Owner Information Contractor Information
Name: NUCKOLLS WILLIAM Name:
Address: 1300 S. RIVERSIDE Company Name: UTILITIES COMMISSION
Address: NEW SMYRNA BEACH, FL 32168-9985 Address: 200 CANAL ST
Phone: Address: NEW SMYRNA BEACH, FL 32168
Phone: 386-424-3037
License Number:
Use Requested ; Zone Code
RECONSTRUCT LIFT STATION 11 W/NEW WETWALL/NALVE VAULT/ASS R-2
' Lot Acreage i ' : Flood Zone Code
.283 AE
Property Setbacks Front Left Right Rear
30.00 7.50 7.50 7.50

Remarks:

[ﬁ%? 2-20 7:&58:22 jmeyers]: Permit approved with the conditions outlined in email dated
18, attached.

Approving Agent Date Issued
Building Official 02/20/2018

Please be aware that private covenants and restrictions may apply to this property.
Applicant must comply with all private covenants and restrictions for this property.




Building Department Stormwater Management
210 Sams Avenue
New Smyrna Beach, Florida 32168
Phone: (386) 424-2141
Fax: (386) 424-2143
www.cityofnsb.com

Residential - General Notes:

1. Side slopes are to be 12:1 or flatter.

2. Retention Areas(s) (RA) must be sodded

3. Stormwater runoff from impervious areas is not allowed to discharge onto adjacent properties

4. The first 1.5 inches of runoff must be retained

5. The depth of the RA is to be 6 inches

6. Rain gutter downspouts are to discharge towards a RA

7. If fill is proposed the lot must be sloped 4:1 to meet existing elevations at adjacent property line, and no more than 6
inches of fill is allowed to be placed within the tequired setback areas

8. Diiveways are to slope toward a RA

9. A “Driveway Permit” is required for a driveway apron in the City R/W. An inspection is required prior to pouring
concrete or placing decorative pavers.

10, Two inspections (preliminaty and final) are included in the SW Permit Fee, Call 424-2274, 24 hours in advance for all

inspections.

) \ SODE‘ED{\REA )
s

For structures constructed in FEMA Zone “A”, “AE” & “VE” a certified “FEMA ELEVATION CERTIFICATE” of the new
first floor elevation is required (by Fedetal Law) to be submitted to the City Engineering Department IMMEDIATELY after the
first floor slab is poured, This FEMA Elevation Certificate is to certify that the first floor elevation has been constructed above the
FEMA ZONE “A”, “AE” & “VE” 100-year flood elevation. The Certificate of Occupancy for said structure will not be issued until

receipt of this Certified FEMA Elevation Certificate.

Driveway Apron:
1. Driveway Apron Construction shall consist of one of the following:
a. 6" Thick concrete reinforced with wire mesh or fiber mesh (3000 psi Concrete); ot
b. 5 Type S-1 Asphaltic Concrete; ot
¢. 6" ot mote Limestone with 14" Type 5-1 Asphaltic Concrete,
d. 4” Crushed Concrete or limestone base compacted to 98% density with 2 3/8” Btick paver with concrete band
around pavers
e. Other materials must be approved by the City Engincer
2. Driveway Widih: 8 ft. minimum with a 5 ft. flate on each side
3. Grass Grade at driveway apron shall be 2 minimum 2 below the top of apron
Contact the Building Department (424-2274) for Inspection, (M ~ F 8:30 to 4:00) prior to concrete pour, or prior to installing bricks
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Clty of New S]‘llyl'nﬂ Beach City of New Smyma Beach
210 Sams Avenue

: e M New Smyrna Beach, FL 32168
Right-ot-Way Use Permit Telephone: 1 (386) 424-2100
Fax: 1 (386) 424-2143

Location: 1219 S. Riverside Drive Between: 4™ Street & 5™ Street

Permission is Hereby Granted To: ~ UTILITIES COMMISSION, City of New Smyrna Beach, FL
200 Canal St., New Smyrna Beach, Florida 32168
For the Construction or Maintenance of:

Reconstruction of Lift Station #11 with a new wetwell, valve vault and associated effluent piping, to also
include installation of (2) manholes, replacement of gravity sanitary sewer pipe and a sewer lateral.

See attached plans.

Contractor will be responsible for submitting a Maintenance of Traffic Plan to the City for approval and for all
Traffic Control Devices during construction. During construction, a road closure at S. Riverside Drive is
anticipated.

There are no pavement or curb cuts proposed; however, should the pavement or curb be disturbed during
construction, pavement restoration is shown.

This project will be advertised for bid in January 2018.
A Cultural Resource Assessment Survey was completed in May 2017, which is attached.
Work to be started on: June 2018
Work to be completed on or before: September 2018
.nspection Required? b
(Yes)  (No)
NOTE:(a) See Permit Conditions attached to this form

(b) City Inspector Shall be notified before any portion of this construction begins.
Submitted for: UTILITIES COMMISSION, City of New Smyrna Beach
By: Derek Wainscott, P.E. Date: 12/11/2017
Phone Number: (386) 424-3026 Fax Number (386) 409-4720
Email Address: dhale@ucnsb.org; dwainscott@ucnsb.org

I, the undersigned applying for this permit, agree to contact
“Sunshine State One-Call of Florida Inc.” at 1-800-432-4770 not
less than 2 and not more than 5 business days before beginning

excavation and agree to complete the excavation within twenty
(20) calendar days from the Ticket date.
Signed: !7—/12-/!7'

Approved by the City Engineering Department 7 © 10 dvde condihpns Shoun on If2a/ig EmalL , Athded,
Bm-_/ pae 2/ S/18 Tite Cavil Etmjneec

Fazo0 7 :
001-017-33-900

street Opening Permit Fee: Date Paid: Receipt No.
001-000-220-300 Bond or Cash Bond? ﬁ/b Deposit for Street Improvement:

Date Paid: Receipt No.




THIS PERMIT SUBJECT TO THE FOLLOWING CONDITIONS:

10.

11.

12,

13.

14.

15.

16.

17.

18.

On all streets the repair work shall be done by a qualified contractor bonded by the City and said contractor shall be
responsible for the condition of the repair for a period of two years.

Backfill and compaction: Backfill trench with suitable material, wet and tamp material in 6” layers to obtain 100%
compaction (AASHO T99-57). Compaction shall be done with mechanical tampers.

The base material to be installed in all cuts shall be equal to or better than the existing base both in quality and thickness.
The decision as to the type of base in each individual cut will be determined by the City Engineer. Where limerock is used as
a base material, it shall be thoroughly compacted in 4 layers to receive the surface course. The limerock material shall be of
a quality acceptable to the City of New Smyrna Beach and the Department of Transportation. The base shall be maintained in
good condition until surface course is applied to insure a good riding surface.

The pericd of time between the restoration of the base material and the application of the finish surface course shall not
exceed two weeks except by special authorization of the City Engineer.

The surface course shall be of a type equal to or better than existing to be determined by the City Engineer for each location.
Where the surface course is of asphaltic concrete it shall be of Type 1-1 %" thick on residential streets and Type 1-1 4™ thick
on arterial streets.

Before surface course is applied the area shall be squared to form a rectangle, the sides of which shall be a minimum of two
feet from the farthest extension of the hole on all four sides, or as directed by the City Engineer.

In areas where holes are close or in a row the entire area, including that between patches shall be cut and resurfaced in a
continuous strip, the width to be determined by the City Engineer,

Where a utility is instatled in a dirt street, said street will be stabilized and restored to a condition equal to or better than the
original.

All underground crossing installations shall be laid at a minimum depth of thirty (30) inches below the pavement. Exceptions
may be made in special cases by the City Engineer.

Where a utility is installed in a parkway, this area shall be restored in a manner acceptable to the City, including restoration
of grass, driveways, walks, drains, retaining walls, curbs, etc.

All work shall be done in keeping with standards of the Engineering Department, City of New Smyrna Beach, under the
supervision of the City Engineer.

All materials and equipment shall be subject to inspection by the City Engineer,

If sewer lateral is broken during construction of utility, notify the Utilities Commission at 427-1361. Sewer locations will be
furnished upon request of the Utilities Commission.

The construction and maintenance of such utility shall not interfere with the rights of a prior occupant.

During construction all safety regulations of the City of New Smyrna Beach shall be observed and the City shall be relieved
of all responsibility from damage of any nature arising from this permit. Subject to same terms and conditions, holder shall
take such safety measures, including placing and display of caution signs, as it may deem necessary in conduct of
construction and maintenance work hereunder. Traffic shall be maintained at all times during construction. Where
possible, all daily excavaticens shall be filled and completed at the end of that work day, thereby preventing open excavations
to remain overnight,

It is expressly stipulated that this permit is a license for permissive use only and that the placing of facilities upon public
property pursuant to this permit shall not operate to crease or vest any property rights in said helder.

Applicant declares that prior to the filing of this application he has ascertained the location of all existing utilities, both aerial
and underground, and states that due notice of the work under application was fumished each other utility involved, and
attaches hereto copies of letters addressed to said users.

The attached sketch covering details of this installation shall be made a part of this permit. Additional sketch shall be
furnished where attached sketch is not applicable.




Meyers, Jesse

From:
Sent:
(o:

Cc:
Subject

Dana,

Meyers, Jesse

Monday, January 29, 2018 10:52 AM
‘Dana Hale'

Fegley, Kyle

s LS 11 reconstruction- S Riverside

Review of your proposed lift station reconstruction plans has generated a couple of comments or clarifications | would like
to highlight prior to issuing a permit. Please let me know if you see any conflict with the following:

1.

The City’s opinion regarding the lands East of Riverside Dr roadway are that they are platted to the City and are not
privately owned. Thus, there are a number of permits or license agreements allowing for docks and seawalls to be
constructed by the adjacent (West) property owner. 1210, 1212, 1214, 1216 S. Riverside all were permitted for
dock and seawall as a combined application in 2006. Coordination with the property owners and restoration of
their property where applicable (landscaping, utility services, dock, seawall, etc.) is required.

The stormwater manholes located just South of proposed MH 11-B, are actually a sizable vault. It does not look like
there will be a conflict but you may want to revise the plans to reflect the true size of the structure.

Any road or lane closure will have to be scheduled and get City Commission approval prior to. The bridge
accessibility will have to be maintained throughout the project.

Although you have provided the Cultural Resource Assessment showing only disturbed soils are anticipated, make
sure to include language that any artifacts that may be encountered are to be returned to the City.

Dewatering via wellpoint can probably be discharged into the stormwater system. If pumping and accumulation of
sediment occurs in the baffle box vault it will be the responsibility of the UC or their contractor to clean out the
vault. Any pumps or equipment that may run outside of the permitted working hours must be within sound
attenuated structures.

Jesse Meyers, El

Civil Engineer

City of New Smyrna Beach
210 Sams Avenue

New Smyrna Beach, FL 32168
(386) 410-2812 (office)






















































































































































